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INVITATION TO BID
WESTON ROAD PAVING PROGRAM
BID SUBMISSION DEADLINE: JUNE 23 at 12:00 PM

Sealed bids will be received in hard copy format at the Office of Town Clerk, Weston Town Hall,
56 Norfield Road, Weston, Connecticut 06883 on or before the bid submission deadline indicated
above, at which time all bids received will be opened in the Town Hall Meeting Room and read aloud.

Work includes specified paving on approximately 5.1 miles of roads and delineated road segments.
A non-mandatory pre-bid meeting will be held on Junel6, 2025 at 1:00 PM in the Town Hall
Meeting Room in Weston, Connecticut. Road cuts and limits to be marked by Town no later than June
2,2025.

No bids will be accepted after the Bid Submission Deadline. Each bid must be submitted on the
official form which is furnished by the Town. All blank spaces in the bid form must be filled in as
noted, and no bidder shall change the language of the bid or the items mentioned therein.

Questions about this Invitation to Bid shall be submitted to Larry Roberts, Director of Public Works
at Iroberts@westonct.gov. Instructions and specifications are also available from the Town’s website:
https://www.westonct.gov/government/rfp-s

Bidders shall comply with State mandated laws, Equal Opportunity Employment Practices, and Safety
and Health Regulations. Bidders are advised that this project is subject to the prevailing wage
requirements of Connecticut General Statutes Section 31-53.

Bid security is required in the amount of ten percent (10%) of the bid. A Payment Bond in the full
amount (100%) of the contract price will be required. A bidder may not withdraw a bid within fourteen
(14) days of the bid opening.

The Town reserves the right to reject bids for any reason; to waive informalities and technicalities;
and to accept the bid which the Town deems to be in its best interest, whether or not it is the lowest cost
bid. The Town reserves the right to review the bids and reject all bids, or take no action, or elect not
to select any bid. The Town also reserves the right to cancel the bid at any time and to reissue this
or a substitute Invitation to Bid at a later date. In its sole discretion and without prejudice, the Town
will award a contract to the bidder that it feels is best suited to complete the scope of services. The
bid does not constitute a contract or offer of employment. The Town reserves the right to
negotiate with any bidder any amendments to the Contract.


https://www.westonct.gov/government/rfp-s

INFORMATION FOR BIDDERS

WESTON ROAD PAVING PROGRAM

1. Receipt & Opening of Bids

Sealed bids will be received by the Town of Weston until June 23, 2025 at 12:00 P.M. The bid
opening will take place at 12:01 P.M. on June 23, 2025 at the Town Hall Meeting Room at 56
Norfield Road.

Each bid must be submitted in a sealed envelope, addressed as follows:
Weston Town Clerk

Weston Road Paving Program

56 Norfield Road

Weston, CT 06883

The bid envelope should also bear on the outside the name of the Bidder and his/her address.

2. Preparation of Bid

All bids must be made on the required bid form. All blank spaces for prices must be typewritten,
and the bid form must be fully completed and executed when submitted. Only one original of the
bid form is required.

Bids must be made on the form furnished by the Town and attached hereto. Bidders will state,
both in numerals and in words, the proposed price for the work. If any price is omitted, the blank
may be filled with the highest price proposed by any other bidder for such omitted item, or the
entire proposal may be rejected.

The following documents shall be submitted with bids. Bids not including all forms shall be
considered incomplete and will be rejected.

Bid Form

Bid Bond

Qualifications of Bidder
Non-Collusion Affidavit
Debarment Disclosure Form

A

3. Competency of Bidders

Subject to the rights reserved to the Town in the Paragraphs below, the contract shall be awarded
to the lowest responsible qualified Bidder. The Town reserves the right to select Bidders and may



refuse to issue a bid form to any individual, firm or corporation based upon, but not limited to, one

or more of the following facts:

1. For having defaulted on previous contracts or is currently in litigation or arbitration with the
Town of Weston.

2. For having failed to complete contracts within the time required without acceptable reasons.

3. For having performed similar work in an unsatisfactory manner.

4. For having failed to prosecute work continuously, diligently and cooperatively in an orderly
sequence.

5. When in the Town’s judgment the Bidder does not have the required experience in the class of
work to be bid on, fails to have proper labor and equipment to prosecute the work within the
time allowed, or fails to have sufficient capital and quick assets to finance the work.

4. Rejection of Bids

The Town reserves the right to reject any or any part of or all bids for any reason; to waive
informalities and technicalities; and to accept the bid which the Town deems to be in its best
interest, whether it is the lowest cost bid. The Town reserves the right to review the bids and reject
all bids or take no action or elect not to select any bid. The Town also reserves the right to cancel
the bid at any time and to reissue this or a substitute bid at a later date. The Town reserves the
right to review the bids and decide not to undertake the project. In its sole discretion and without
prejudice, the Town will award a contract to the Bidder that it feels is best suited to complete the
scope of services. The bid does not constitute a contract or offer of employment.

5. Modification of Bids

Modification of bids is prohibited.

6. Errors of Omissions

Bidders are required to check all dimensions and quantities and all statements in the Contract
Documents before undertaking any portion of the work and shall notify the Town of all errors or
omissions therein, which he/she may discover by such examination and checking. The Bidder will
not be allowed to take advantage of any error or omission in the Contract Documents. Full
instructions will be issued by the Town should such an error or omission be discovered and the
Contractor shall carry out such instructions as if originally specified.

7. Contract Documents

The Agreement, Construction Narrative, Invitation to Bid, Information for Bidders, Bid Proposal,
Special Conditions, Special Provisions, Technical Specifications, Addenda (whether issued prior
to opening of Bids or execution of the Agreement), and any other document included in the Bid
Documents Package prepared for Bidders.

8. Subcontracts



The Contractor may utilize the services of Subcontractors subject to the approval of the Town.
All Subcontractors are required to comply with Contract provisions. The Town reserves the
right to reject the use of a Subcontractor if the evidence submitted by, or investigation of, such
subcontractor fails to satisfy the Town that the subcontractor is properly qualified to complete
the work contemplated in the Contract. Rejection of a Bidder’s Subcontractor shall not relieve
the Bidder of any requirements of the Contract nor provide grounds for the Bidder to request
compensation for his use of an alternate qualified subcontractor.

The low Bidder must supply the name and addresses of major material suppliers and
subcontractors when requested to do so by the Town.

9. Qualifications of Bidders

10.

11.

The Town may make such investigation as deemed necessary to determine the ability of the Bidder
to discharge his contract. The Bidder shall furnish the Town with all such information and data as
may be required for that purpose. The Town reserves the right to reject any bid if the Bidder fails
to satisfactorily convince the Town that he is properly qualified by experience and equipped to
carry out the obligation of the contract and to satisfactorily complete the work called for herein.
Conditional bids will not be accepted.

Disqualification of Bidders

Any or all bids will be rejected if there is reason to believe that collusion exists among the Bidders,
and no participants in such collusion will be considered in future proposals for the same work.
Bids for which the prices obviously are unbalanced may be rejected. Unbalanced prices shall be
interpreted to mean that the unit price for any item is such that it is unreasonable for that item when
considered by itself and not considered in connection with the bid submitted on any other item or
items. No contract will be awarded except to competent bidders capable of performing the class
of work contemplated.

Bid Security

Bid security is required in the amount of ten percent (10%) of the bid in the form of a bid bond,
certified check or cashier’s check payable to the Town of Weston. Oral, telephone and telegraphic
responses will NOT be considered. A Bidder may not withdraw a bid within sixty (60) days of the
bid opening.

The bid bond must pledge that the Bidder will enter into a contract with the Owner on the terms
stated in the Bid. No Bids may be withdrawn for a period of ninety (90) from the date of Bid
opening.

As soon as the bid prices have been compared, the Town will return the bid security of all except
the three finalist bidders. When the Contract is executed, the bid security of the two remaining
unsuccessful bidders will be returned. The bid security of the successful Bidder will be returned
once the payment bond has been executed and approved.



12.

13.

14.

Damages for Failure to Enter into Contract Award

The party to whom the contract is awarded will be required to execute the Contract Agreement and
provide the required documents specified in Section 14 below within five (5) calendar days from
the date when Notice of Award is delivered to the Bidder. In case of the failure of the Bidder to
execute the Contract Agreement and provide required documents, the Town may, at its option,
consider the Bidder in default, in which case the bid security accompanying the proposal shall be
called.

Addenda & Interpretations

Any request from prospective Bidders for interpretation of meaning of Contract Drawings or other
Contract Documents shall be made in writing to the Weston Director of Public Works, Larry
Roberts, via e-mail at Iroberts@westonct.gov. All questions must be received at least seven (7)
days prior to the date fixed for opening of bids to be considered. Interpretations will be made in
the form of written addenda to Contract Documents; such addenda shall become a part of Contract.
Addenda will be posted on the Town’s website at:

https://www.westonct.gov/government/rip-s

Addenda will be posted at least three (3) days prior to the date for opening of bids to all those who
requested bid packages. Failure of any Bidder to receive any such addenda shall not relieve Bidder
from any obligation under his proposal as submitted.

Any information obtained from an agent, or employee of the Town or any other person outside of
the above Addenda process shall not affect the risks or obligations assumed by the Bidder or relieve

the Bidder from fulfilling any of the conditions of the Contract.

Execution of Contract & Notice to Proceed

The Bidder to whom the contract is awarded will be required to execute the Contract Agreement,
provide all insurance documentation, and obtain all security bonds within five (5) days from the
date when Notice of Award is delivered to the Bidder. In case of failure of the Bidder to execute
the Contract Agreement, provide insurance documentation, or provide required security bonds, the
Town may at its option consider the Bidder in default, in which case the Bid Bond accompanying
the bid shall become the property of the Town.

Upon receipt of acceptable performance bond, labor and materials payment bond, insurance
certificates, signed agreement, and other required forms specified in the Contract Documents, the
Town will, within ten (10) days, enter into and sign the Contract Agreement unless it deems it not
to be in the best interest of the Town. The Notice to Proceed shall be issued within ten (10) days
of the execution of the agreement by the Town. Should there be reasons why the Notice to Proceed
cannot be issued within such a period, the time may be extended by mutual agreement.



15.

16.

17.

18.

19.

Time of Completion

The Bidder must agree to commence work within ten (10) days after the date specified in the
Notice to Proceed from the Town and to faithfully complete the project by ninety (90) days from
the date of the Notice to Proceed.

Conditions of Work

Atthe date fixed for opening of bids, it will be presumed that each Bidder has made an examination
of location and site work to be done under Contract; has satisfied himself as to actual conditions,
requirements and quantities or work; and has read and become thoroughly familiar with Contract
Documents, Specifications and Addenda.

Security and Faithful Performance

The successful Bidder shall also provide a Performance Bond, preferably in American Institute of
Architects (AIA) format, within the time stipulated above, from a surety bond licensed to do
business in the State of Connecticut, in an amount equal to one hundred (100) percent of estimate
total contract price recorded in proposal of Contract Agreement as executed. A Labor and
Materials payment bond in like amount, will be required from successful bidder for faithful
performance of Contract.

Subcontractors selected to complete any work in excess of $100,000.00 must also provide both a
Performance Bond and Labor and Materials Bond, in accordance with the above stipulations, in
an amount equal to one hundred (100) percent of the estimated work.

Method of Award

The Contract will be awarded to the responsible Bidder submitting the lowest bid complying with
the conditions of these contract documents. The Bidder to whom the award is made will be notified
at the earliest possible date.

It is intended that contract or contracts will be awarded to lowest responsible and eligible Bidder
(or Bidders) possessing skill, ability, and integrity necessary to faithfully perform the work. The
Town shall have the right to accept Alternates in any order or combination, unless otherwise
specifically provided in the Bidding Documents, and to determine the low bidder on the basis of
the sum of the Total Items and Alternates accepted.

Laws and Regulations

The Bidders attention is directed to the fact that all applicable federal and state laws, municipal
ordinances, and the rules and regulations of all authorities having jurisdiction over construction of
the project shall apply to the contract throughout, and they will be deemed to be included in the
contract the same as though herein written out in full.



20. Sales Tax

Purchases made by the Town of are exempt from payment of Federal Taxes and Connecticut Sales
and Use Taxes, and such tax must not be included in the bid price or in any proposed change orders.

21. Insurance

The Contractor shall provide all insurance documents as specified below, including insurance
documents for all proposed Subcontractors.

A. Minimum Limits of Insurance. Contractor shall maintain minimum limits of insurance as
follows:

1. General liability: $1,000,000 combined single limit per occurrence for bodily injury,
personal injury and property damage. If Commercial General Liability Insurance or
other form with a general aggregate limit is used, either the general aggregate limit
shall apply separately to this project or the general aggregate limit shall be twice the
required occurrence limit.

2. Automobile liability: $1,000,000 combined single limit per accident for bodily injury
and property damage.

3. Workers’ Compensation and Employer’s Liability: Workers' compensation limits as
required by the State of Connecticut and Employer’s liability limits of $500,000 per
accident.

4. Contractual Liability: $1,000,000 combined single limit per occurrence and aggregate
for bodily injury personal injury and property damage applying to the indemnity
agreement which is part of this Contract.

5. Umbrella or Excess Liability; $5,000,000.

B. Deductibles and Self Insurance Retentions. Any deductibles or self-insured retentions must be
declared to and approved by the Town. At the option of Town, either: the insurer may reduce
or eliminate such deductibles or self-insured retentions as respects Town; or Contractor shall
procure a bond guaranteeing payment of losses and related investigations, claim administration
and defense expenses.

C. The policies are to contain, or be endorsed to contain the following provisions:

1. General Liability Coverages
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a. The Town,its elected and appointed officials and employees are to be covered
as additional insured as respects: liability arising out of activities performed
by or on the behalf of Contractor, including the insured’s general supervision
of Contractor; products and completed operations of Contractor; and premises
owned, occupied or used by Contractor. The coverage shall contain no special
limitations on the scope of protection afforded to the Town, its elected or
appointed officials or employees.

b. Comprehensive Auto Liability Coverage applies to all automobiles owned,
leased, hired or borrowed by Contractor.

c. Contractor’s insurance coverage shall be primary insurance with respect to
the Town, its elected and appointed officials and employees. Any insurance
or self-insurance maintained by the Town shall be in excess of the

Contractor’s insurance and shall not contribute with it.

d. Any failure to comply with the reporting provisions of the policies shall not
affect coverage provided to the Town.

e. Contractor’s insurance shall apply separately to each insured against whom
claim is made or suit is brought, except to the limits of the insurer’s liability.

2. Workers Compensation and Employers Liability Coverage. The insurer shall agree to
waive all rights of subrogation against Town, its elected and appointed officials and
employees for losses arising from Work performed by Contractor for the Town.

3. All Coverages. Each insurance policy shall be endorsed to state that coverage shall not
be suspended, voided, canceled, reduced in coverage or in limits except after thirty (30)
days prior written notice by certified mail, return receipt requested, has been given to
the Town.

D. Acceptability of Insurers. Insurance is to be placed with insurers with a Best’s rating of no less
than A:VIL



BID FORM

Office of Town Clerk
Weston Town Hall
56 Norfield Road
Weston, CT 06833

PROJECT: Weston Road Paving Program

The undersigned declares he/she has carefully examined all Contract Documents and sites of work for
the referenced project and hereby proposes to furnish all labor, materials and equipment and perform all
work necessary to complete the project in strict accordance with the requirements of the Contract

Documents.

BASE BID

Work Bid Price (Written) Bid Price (Numeric)

Example: MAIN STREET Example: Fifty Thousand Dollars | Example: $50,000

TIMBER MILL LANE

ASPETUCK GLENN

MARTIN ROAD

AUTUMN RIDGE ROAD

HYDE RIDGE ROAD

MESSEX LANE

WOOD HILL ROAD

WOODS END LANE

CINDY LANE

LILAC LANE

HEMLOCK RIDGE ROAD

11



MOUNTAIN VIEW DRIVE

SALEM ROAD

LAUREL LAKE EAST

RICHMOND HILL ROAD

SACHEM ROAD

SILVER RIDGE COMMON

TWIN OAK LANE

NORFIELD WOODS ROAD

ADD ALTERNATE BID

Work

Bid Price (Written)

Bid Price (Numeric)

Example: MAIN STREET

Example: Fifty Thousand Dollars

Example: $50,000

RIVER ROAD

LORDS HIGHWAY EAST

Price per linear foot to install 6”
bituminous concrete curbing in
addition to amount listed in

technical specifications (Unit:
LF)

Price per 20 tons of new
subbase, delivered and installed
as described in technical
specifications (Unit: Per 20 Ton)

I attest that accompanying this bid is a bid bond, certified check or cashier’s check in the amount of 10%

of the total price indicated above.

Bidder’s Legal Business Name:

Bidder’s Office Address:

12




State in Which Bidder is incorporated / organized:

Date of Incorporation:

The undersigned is duly authorized to execute this bid on behalf of the Bidder and hereby designates the
following individual as the Bidder’s contact person for all purposes related to this bid.

NAME TITLE E-MAIL MOBILE #

Signature of Authorized Representative

Printed Name of Authorized Representative

Title Date

13



QUALIFICATIONS OF BIDDERS
WESTON ROAD PAVING PROGRAM

Bidder’s legal business name:

The Bidder is required to submit the following information with regards to Bidder qualifications and
capacity to complete the proposed Work. If additional pages are necessary, please write “see attached” in
each section as applicable.

A. Project References

Provide the names, titles and contact information for public officials, engineers, or other project
contacts for similar municipal work completed by the Bidder within the last five (5) years:

)
2)
3)
4)
S)

B. List of Subcontractors

Provide the legal business name and contact information for all Subcontractors proposed to
complete work valued at $5,000.00 or greater.

1))
2)
3)
4)

S)

C. List of Bidder’s Active Projects

14
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Provide a list of all Bidder’s active projects which are scheduled to take place within the next six
(6) months.

)
2)
3)
4)
5)

D. List of Equipment

Provide a list of equipment to be used on the project.

Owned Equipment:

Rented Equipment:

E. Terminated Contracts or Contracts Bidder Failed to Complete

Provide a list of all contracts Bidder has entered into an agreement with another party and which
were terminated by either party and/or contracts Bidder has failed to complete within the last ten
(10) years. Include the project name and contact information for other parties. If none, Bidder
shall state “none”.

1))

2)

NON-COLLUSION AFFIDAVIT

WESTON ROAD PAVING PROGRAM



State of )

County of )

, being first duly sworn, deposes and says that:

He is (owner, partner, officer, representative, or agent) of ,
The Bidder that has submitted the attached Bid.

He is fully informed respecting the preparation and contents of the attached Bid and of all pertinent
circumstances respecting such Bid.

Such Bid is genuine and is not a collusive or sham Bid.

Neither the said Bidder nor any of its officers, partners, owners, agents, representatives, employees
or parties conspired, connived or agreed, directly or indirectly with any other Bidder, firm or
person to submit a collusive or sham Bid in connection with the Contract for which the attached
Bid has been submitted or to refrain from bidding in connection with such Contract, or has in any
manner, directly or indirectly, sought by agreement or collusion or communication or conference
with any other Bidder, firm, or person to fix the price or process in the attached Bid or any other
Bid, or to fix any overhead, profit or cost element through collusion, conspiracy or connivance, or
unlawful agreement with any advantage against the Town of Weston, State of Connecticut, or any
other person interested in the proposed Contract.

The price or process quoted in the attached Bid are fair and proper and are not tainted by any
collusion, conspiracy, connivance, or unlawful agreement on the part of the Bidder or any of its
agents, representatives, owners, employees, or parties in interest, including this affidavit.

Signed/Title

Subscribed and sworn to me before this day of , 2025.

Notary Signature and Seal:

16

Town of Weston
56 Norfield Rd
Weston, CT 06883



THIS FORM MUST BE SIGNED & RETURNED WITH YOUR BID
(PLEASE PRINT)

DEBARMENT DISCLOSURE FORM

The said undersigned certifies under the pains and penalties of perjury that the said undersigned is not
presently debarred from doing public construction work or from contracting or subcontracting with the
State of Connecticut, under any Rule or Regulation, nor is the said undersigned presently debarred from
entering into contracts for the furnishing of supplies or services to any public agency, and/or any Federal
Regulations.

NAME OF BIDDER:

BY:

PRINT NAME & TITLE OF AUTHORIZED PERSON

ADDRESS

CITY, STATE, ZIP CODE

PHONE NUMBER

DATE

SPECIAL CONDITIONS

WESTON ROAD PAVING PROGRAM

17



1. Inspection

Authorized representatives and agents of the Town of Weston shall have access and be permitted
to inspect all work, materials, payrolls, contract records, invoices of materials and other relevant
data in the development and progress of the project.

2. Labor Standards/Wage Rates

This project is being funded in whole by town funds. Bidders are advised that this project is subject
to prevailing wage requirements of Connecticut General Statutes Section 31-53.

3. Work Specifications

Work shall be completed in accordance with the Town of Weston Department of Public Work
Standards and the State of Connecticut Department of Transportation Standard Specifications for
Roads, Bridges, and Incidental Construction Form #818 and any and all approved changes to the
Form. While copies of pertinent standards have been included with these Contract Documents,
the Contractor shall be responsible for obtaining and adhering to any and all standards of both the
Town of Weston Department of Public Works and the CT DOT Form 818 regardless of whether or
not they are included in these documents.

4. Coordination of Ultilities

The Contractor shall make adequate provisions to allow utility work to be completed on this
project. The Contractor shall coordinate with the utility company or contractor performing the
work to ensure uninterrupted work and minimize conflicts. No additional compensation will be
allowed under the contract for delays, utility changes or associated work unless, in the opinion of
the Engineer, such compensation is warranted and deemed to be in the best interest of the Town of
Weston. The following utility companies are provided:

Cable TV Cablevision

Communication Crown Castle Fiber, LLC
Level 3 Communications, LLC
The Southern New England Telephone Company

Electric The Connecticut Light and Power Company
Gas Southern Connecticut Gas Company

Water Aquarion Water Company of Connecticut
Fiber Town of Weston

5. Safety Signs and Traffic Control
The Contractor shall furnish all warning signs, barricades, detour signs, including appropriate
illumination, to ensure the safety of local traffic, cyclists, pedestrians, workmen, or any person in




the vicinity of the construction area and establish such warning and traffic signs as directed. All
signs shall be in accordance with the Manual on Uniform Traffic Control Devices for Streets and
Highways, as published by the U.S. Department of Transportation, Federal Highway
Administration, latest issue.

6. Coordination with Emergency Services
The Contractor shall contact the Fire Department, Police Department, and Emergency Medical
Services prior to commencing work to establish coordination procedures in the event of
disruption to services or another emergency.

7. Daily Cleanup
Before the completion of each day's work, the Contractor shall be responsible for cleaning up and

removing or relocating all excavated material, debris, equipment and the like and for temporarily
backfilling or filling excavations as necessary to ensure the continuous flow of traffic in roadways

where work is progressing, including access to private property during non-working hours.

8. Environmental Protection

In case of a spill or leak of chemicals, oil, coolant, solvent, hydraulic fluid or other spill that
threatens the stream or wetland environment in, under or adjacent to the project area, the Contractor
shall be required to have environmental clean-up or protection materials on-site, in advance of
construction and at all times during construction, consisting of a spill clean-up kit, oil absorbent
booms and containment booms. These materials shall be kept in a dry and protected location that
is easily accessible to employees at all times in case of a spill emergency. As a minimum, the
Contractor shall have on-site:

100’ Containment Boom

Six (6) 3”’x 10’ Socks or Boom

Ten (10) 3”x 4’ Socks

Six (6) 18”x 18” Pillows

Fifty (50) 16”x 20” Heavy-Weight Absorbent Pads
Five (5) Temporary Disposal Bags

One (1) Emergency Response Guidebook

If a spill, leak or other event requiring use of these environmental clean-up or protection materials
is determined by the Town to be caused by the Contractor, the cost of the environmental clean-up
or protection materials used, as well as the effort to install materials and perform the clean-up,

shall not be reimbursable to the Contractor, but shall be included in the overall cost of the work.

If a spill, leak or other event is determined by the Town to have been caused by a source other than
the Contractor, then the cost of the environmental clean-up or protection materials used, as well as
the effort to install materials and perform the clean-up, shall be reimbursable to the Contractor as

extra work.
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9. Signs

10.

I1.

12.

13.

14.

15.

Any signs disturbed or removed by the Contractor, whether shown on the plans or not, shall be
reset or replaced at the Contractors’ expense as directed by the Town. Any traffic control devices
damaged due to negligence shall be replaced by the contractor at his expense.

Surveys
The Contractor will furnish all lines, grades and measurements in laying out the work. Such stakes

or marks as the Contractor may set shall be preserved by the Contractor. If such stakes are moved
or destroyed by any party, they shall be replaced by the Contractor at the Contractor’s expense.

If any existing Weston Highway bounds, CT Department of Transportation bounds, or any other
public or private property bounds are disturbed during construction, they will be carefully and
exactly replaced under the supervision of the Engineer. This work shall be at the expense of the
Contractor.

Reports, Records, and Data

The Contractor and each of his subcontractors shall submit to the Town, schedules of quantities
and costs, progress schedules, payroll reports, estimates, records and other data as the Town may
request concerning the work performed or to be performed under this Contract.

Right to Eliminate Work

The Town of Weston reserves the right to eliminate from the Contract any of the items of work.
This includes limiting the scope of work, in the event it deems it to be in the best interest of the
Town.

Conditions of Site and Constraints

The Contractor shall furnish all warning signs and barricades to ensure the safety of local traffic
and pedestrians in the vicinity of the construction area. The work site will be maintained in an
orderly manner and protected to ensure that no possibility exists where people may wander onto
the construction site, fall into an open excavation or be injured due to the site conditions. If in the
opinion of the Engineer or the Inspector, the site is not protected against such possibilities, the
Contractor may be directed to provide temporary fencing or other protective measures to ensure
the safety ofthe work area. Any such measures so ordered will be at the expense of the Contractor.
No additional compensation will be granted. Required precautions shall be taken concerning noise,

clean up, safety, security, etc.

Sanitary Provisions

The Contractor shall provide and maintain in a neat and sanitary condition such accommodations
for the use of their employees as may be necessary to comply with the requirements and regulations
of the State Department of Health or of other bodies or tribunals having jurisdiction therewith.

Use of Reclaimed Materials
Notwithstanding any language to the contrary in the Contract Documents, including the Technical
Specifications, Form 818, etc., the Contractor shall not use any reclaimed materials on this project
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16.

17.

18.

19.

from sources outside the project limits. This prohibition does not apply to any reclaimed product
used to produce Superpave, subject to DOT specifications.

Working Hours and Project Execution

All work hours are subject to the review and approval of the Town. The Contractor shall develop
and submit for approval a project execution plan that shows the construction schedule and
sequencing throughout the project duration. The following general work hour restrictions shall be
noted when preparing the proposed project execution plan:

e No work shall take place between the hours of 6:00 PM and 7:30 AM.
e No work shall take place on Saturday or Sunday without written approval by the Town
e No work shall take place on Labor Day or Columbus Day.

Contractors Use of Town Property Areas
If permission is granted to the Contractor to utilize Town property as a storage area for either

construction equipment or materials, the Contractor shall conform to the following:

a. After hours and weekend parking of construction equipment will not be allowed in landscaped
areas which will cause damage to said areas. Also, equipment shall not be parked in locations
within the Town Area which will cause sightline restrictions for motorists entering or exiting

the Town Area.

b. The Contractor will not be allowed to stockpile any material other than that material which is
permitted in an Agreement that is required between the Town and the Contractor. The storage
of unacceptable material such as construction debris, hazardous material, old truck batteries,

abandoned construction vehicles, etc. will not be allowed.
c. The Contractor shall restore those areas of the Service Area.
Project Execution

The Contractor shall develop and submit for approval a project execution plan that shows the
construction schedule and sequencing throughout the project duration.

Submissions Required After Bid Opening
After the Bid Opening, upon request of the Town, the low bidder shall submit the following
documents within five (5) business days of the Town’s request:

1. Contractor’s Proposed Progress Chart
2. Contractor Schedule of Values

3. Contractor’s list of proposed Subcontractors

In addition to all maintenance and operating instructions, schedules, guarantees, bonds, certificates
of inspection and other documents all as required by the Contract Documents, the following shall
be submitted to the Town at the Completion of Project before final payment will be made to the
Contractor:



22

1. Records Documents (As-Builts)
2. Proof that payment has been made to all subcontractors



TECHNICAL SPECIFICATIONS

2025 WESTON ROAD PAVING PROGRAM

Contractors are responsible for visual inspection of the roads to be paved. Contractors are
responsible for understanding site conditions and constraints prior to bidding. Contractors are
responsible for measuring all distances to be paved prior to bidding.

The following applies to all roads and aprons within this contract:

a)

b)

g)
h)

)

k)
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Millings shall be removed from each job site by the contractor. The contractor shall street
sweep the area of all dirt and debris after millings are removed and prior to the installation of

asphalt.

The contractor shall be responsible for the replacement of all pavement markings on roadways
where markings currently exist.

Traffic control shall be provided by the contractor, with a minimum of two people. Police
traffic control is not required unless otherwise noted in specific road technical specifications.

The contractor shall provide a 2% cross slope on either side of the roadway (reestablishing the
crowned cross-section) and a minimum profile & gutter gradient of 1%.

The wearing course to be Connecticut DOT class 2 asphalt. The binding course to be
Connecticut DOT class 2 asphalt.

The contractor shall apply a hot tack coat immediately before placement of asphalt at all asphalt
joints and on all milled surfaces. Hot tack coats shall also be placed on the road between paving
courses if traffic is allowed to drive on them before placing the next course of asphalt.

The contractor shall repair all driveway aprons damaged because of paving operations.

For those driveway aprons that are specifically mentioned as requiring work, the contractor
shall construct them to match new pavement elevations.

Driveway aprons to be reconstructed by the contractor shall include the removal and
replacement of asphalt 5 feet from edge of road into the apron at a depth of 3 inches unless
otherwise noted in specific road technical specifications. New apron width to be matched to
existing apron width. A key cut shall be acceptable in lieu of removing existing, sound, asphalt.

All “curb top” catch basins shall have new curbs installed to bridge the gap to existing curb.
In locations with no pre-existing curb, all “curb top” catch basins shall have a 3’ feathered curb
installed on either side of catch basin top.

Curb pricing shall be an “installed” price to include mobilization, set-up, and any other fees
associated with the placement of curbing. Curb pricing shall include the backfilling of new
curb with loam, seeding and covering area with heat treated chopped mulch.



) If required, new sub-base material shall be supplied by the contractor. Prior to the installation
of new material, the contractor and Town representative shall agree upon location, quantities

and installation process of material.

m) Any sub-base material shall conform to the following:

1.

2.
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e Material Description: The subbase shall consist of a clean soil-aggregate mixture
of bank or crushed gravel, crusher run stone, reclaimed miscellaneous aggregate
containing no more than 2% by weight of asphalt cement or any combinations
thereof, placed where shown on the plans or where directed by the Town and
constructed in accordance with these specifications.

e Construction Methods: The prepared foundation for the subbase shall be carefully
shaped to the required cross-section and compacted. The subbase material shall be
spread uniformly upon the required grade, in courses not to exceed 6 inches thick
after final compaction. However, if the required thickness of the subbase does not
exceed 8 inches it may be placed in a single course. After each course has been
placed as specified above, its entire area shall be compacted with equipment
specifically manufactured for that purpose. The use of hauling and spreading
equipment shall not be considered as a substitute for compacting equipment.

e Unit pricing: Per 20 ton: Sub-base material shall be priced in increments of 20 tons
inclusive of all costs (material, transportation, installation, etc.)

ROADS TO BE PAVED WITH DETAILS

TIMBER MILL LANE (Approximately 1471’ centerline. Average road width is 22”)

Location details: From the intersection of Weston Road (State Route 57) to the dead
end.

Method: Mill existing roadway 3 inches deep mill; replace with 1 %2” shim and 1 %"
overlay. The wearing course to be Connecticut DOT class 2 asphalt. The binding course
to be Connecticut DOT class 2 asphalt.

Curbing: None specified.
Driveway Aprons: Includes 3’ apron at #14. Includes 5’ apron at #21, #27, #28.

ASPETUCK GLENN (Approximately 906’ centerline. Average road width is 22”)

Location Details: From the road cut at the intersection with Thorpe Drive to the dead
end.

Method: Mill existing roadway 3 inches deep mill; replace with 1 5” shim and 1 5"
overlay. The wearing course to be Connecticut DOT class 2 asphalt. The binding course
to be Connecticut DOT class 2 asphalt.
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* Curbing: 200’ of curb installed.
* Driveway Aprons: Includes 5’ apron at #5, #9 (X2), #17, #19, #20.

MARTIN ROAD (Approximately 650’ centerline. Average road width is 17)

* Location Details: From the cul-de-sac at the end of Hemlock Ridge to the road cut at
#24 Martin Road. Contractor shall include an additional 20’ section of turning lane at
intersection of old roadway. Roadway shall have marking paint depicting this area.

*  Method: Mill existing roadway (full depth) deep mill; replace with shim and 2” overlay.
The wearing course to be Connecticut DOT class 2 asphalt. The binding course to be
Connecticut DOT class 2 asphalt.

*  Curbing: None specified.
* Driveway Aprons: Includes 5 apron at #16, #45 (Hemlock Ridge).

AUTUMN RIDGE ROAD (Approximately 526’ centerline. Average road width is 22”)

¢ Location Details: From the intersection with Eleven O’clock Road to the dead end.

*  Method: Mill existing roadway (full depth) deep mill; replace with shim and 2” overlay.
The wearing course to be Connecticut DOT class 2 asphalt. The binding course to be
Connecticut DOT class 2 asphalt.

* Curbing: 1050’ of curb installed.

* Driveway Aprons: Includes 5’ apron at #1.

HYDE RIDGE ROAD (Approximately 729’ centerline. Average road width is 18”)
* Location Details: From the intersection with Old Hyde Road to the dead end.

* Method: Mill existing roadway 3 inches deep mill; replace with 1 %2” shim and 1 %"
overlay. The wearing course to be Connecticut DOT class 2 asphalt. The binding course
to be Connecticut DOT class 2 asphalt.

*  Curbing: 50’ of curb installed.
* Driveway Aprons: Includes 3’ apron at #4, #10. Includes 5’ apron at #1.

MESSEX LANE (Approximately 616’ centerline. Average road width is 24”)
* Location Details: From the intersection of Old Redding Road to the dead end.

*  Method: Mill existing roadway (full depth) deep mill; replace with shim and 2” overlay.
The wearing course to be Connecticut DOT class 2 asphalt. The binding course to be
Connecticut DOT class 2 asphalt.

*  Curbing: 1250’ of curb installed.

* Driveway Aprons: None



10.
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WOOD HILL ROAD (Approximately 1392’ centerline. Average road width is 22”)

Location Details: From the intersection of Weston Road (State Route 57) to the dead
end.

Method: Mill existing roadway 3 inches deep mill; replace with 1 /2” shim and 1 '%”
overlay. The wearing course to be Connecticut DOT class 2 asphalt. The binding course
to be Connecticut DOT class 2 asphalt.

Curbing: 500’ of curb installed.
Driveway Aprons: Includes 5 apron at #3, #7, #8, #18, #22.

WOODS END LANE (Approximately 445’ centerline. Average road width is 22”)

Location Details: From the intersection of Godfrey Road to the dead end.

Method: Mill existing roadway (full depth) deep mill; replace with shim and 2 overlay.
The wearing course to be Connecticut DOT class 2 asphalt. The binding course to be
Connecticut DOT class 2 asphalt.

Curbing: 1000’ of curb installed.
Driveway Aprons: Includes 5’ apron at #5, #19.

CINDY LANE (Approximately 1285’ centerline. Average road width is 24°)

Location Details: From the intersection of Cannondale Road to the dead end.

Method: Mill existing roadway 3 inches deep mill; replace with 1 %2” shim and 1 %"
overlay. The wearing course to be Connecticut DOT class 2 asphalt. The binding course
to be Connecticut DOT class 2 asphalt.

Curbing: None specified.

Driveway Aprons: None specified.

LILAC LANE (Approximately 753’ centerline. Average road width is 22”)

Location Details: From the intersection of Lyons Plain Road to the dead end. Contractor
shall recreate drain swale on side of roadway.

Method: Mill existing roadway 3 inches deep mill; replace with 1 '4” shim and 1 %”
overlay. The wearing course to be Connecticut DOT class 2 asphalt. The binding course

to be Connecticut DOT class 2 asphalt.
Curbing: None specified.
Driveway Aprons: Includes 5° apron at #1, #7, #12, #13, #14.



11.

12.

13.

14.
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HEMLOCK RIDGE RD. (Approximately 1930’ centerline. Average road width is 22)

e Location Details: From the intersection of Davis Hill Road to the dead end.

*  Method: Mill existing roadway 3 inches deep mill; replace with 1 '4” shim and 1 2”
overlay. The wearing course to be Connecticut DOT class 2 asphalt. The binding course

to be Connecticut DOT class 2 asphalt.
*  Curbing: 500’ of curb installed.
* Driveway Aprons: Includes 5’ apron at #4, #10, #16 (X2), #19, #25, #38.

MOUNTAIN VIEW DRIVE (Approx 1324’ centerline. Average road width is 21°)

* Location Details: From the intersection of Godfrey Road to the dead end.

*  Method: Mill existing roadway 3 inches deep mill; replace with 1 %2” shim and 1 %"
overlay. The wearing course to be Connecticut DOT class 2 asphalt. The binding course

to be Connecticut DOT class 2 asphalt.

* Curbing: None specified.

» Driveway Aprons: Includes 5’ apron at #3, #6, #7, #11, #12, #15, #16, #18, #19, #23,

#28, #30.

SALEM ROAD (Approximately 2300’ centerline. Average road width is 17°)

* Location Details: From the intersection of Steep Hill Road to the dead end. Includes

“bus stop waiting area” near beginning of road.

* Method: Mill existing roadway 3 inches deep mill; replace with 1 2” shim and 1 72”
overlay. The wearing course to be Connecticut DOT class 2 asphalt. The binding course

to be Connecticut DOT class 2 asphalt.
* Curbing: 400’ of curb installed.

* Driveway Aprons: Includes 5’ apron at #3, #10, #16, #18, #24, #25, #29, #30, #33, #34,

#36 (X3), #37, #39 (X2), #40, #42, #47, #48 (X2).

LAUREL LAKE EAST (Approximately 1771’ centerline. Average road width 22”)

* Location Details: From the intersection of Lords Highway to the dead end. Contractor

to include paving of both cul-de-sacs.

*  Method: Mill existing roadway 3 inches deep mill; replace with 1 %2” shim and 1 %"
overlay. The wearing course to be Connecticut DOT class 2 asphalt. The binding course

to be Connecticut DOT class 2 asphalt.
*  Curbing: 400’ of curb installed.

* Driveway Aprons: Includes 5’ apron at #17, #31.

* An additional 400’ (average 12° width) of 2” HMA overlay on emergency access
roadway off the end of the last cul-de-sac. The wearing course to be Connecticut

DOT class 2 asphalt.
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RICHMOND HILL ROAD (Approximately 1477’ centerline. Average road width is 20°)

Location Details: From the intersection of Lords Highway East to the dead end.

Method: Mill existing roadway 3 inches deep mill; replace with 1 }2” shim and 1 /2
overlay. The wearing course to be Connecticut DOT class 2 asphalt. The binding course
to be Connecticut DOT class 2 asphalt.

Curbing: 500’ of curb installed.

Driveway Aprons: Includes 5’ apron at #1 (X2), #5, #7, #8, #11 (X2), #12, #15. Includes
10’ apron at #22, #27.

SACHEM ROAD (Approximately 2527’ centerline. Average road width is 23”)

Location Details: From the intersection of Good Hill Road to the dead end. Also
includes road offshoot on the left (house #’s 33 — 60).

Method: Mill existing roadway 3 inches deep mill; replace with 1 %2” shim and 1 '%”
overlay. The wearing course to be Connecticut DOT class 2 asphalt. The binding course
to be Connecticut DOT class 2 asphalt.

Curbing: 1000’ of curb installed.

Driveway Aprons: Includes 5 apron at #1 (X2), #2, #6, #11, #12, #17, #29, #38, #48,
#50, #60 (X2), #62.

SILVER RIDGE COMMON (Approximately 2005’ centerline. Average road width is 24”)

Location Details: From the intersection of Old Easton Turnpike to the dead end.

Method: Mill existing roadway 3 inches deep mill; replace with 1 %2” shim and 1 2"
overlay. The wearing course to be Connecticut DOT class 2 asphalt. The binding course
to be Connecticut DOT class 2 asphalt.

Curbing: 100’ of curb installed.

Driveway Aprons: Includes 3’ aprons at #28, #39 (X2). Includes 5’ aprons at #2, #3, #9
(X2), #15, #16, #17, #20 (X2), #21 (X2), #24, #26, #27, #32, #34, #38 (X2), #43.

TWIN OAK LANE (Approximately 959’ centerline. Average road width is 22”)

Location Details: From the intersection of Old Weston Road to the dead end.

Method: Mill existing roadway 3 inches deep mill; replace with shim and 2” overlay.
The wearing course to be Connecticut DOT class 2 asphalt. The binding course to be
Connecticut DOT class 1 asphalt.

Curbing: None specified.
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* Driveway Aprons: 5’ aprons at #16, #19, #20.

NORFIELD WOODS RD (Approximately 2557 centerline. Average road width is 21°)

¢ Location Details: From the intersection of Norfield Road to the dead end.

*  Method: Mill existing roadway 3 inches deep mill; replace with 1 %2” shim and 1 2"
overlay. The wearing course to be Connecticut DOT class 2 asphalt. The binding course

to be Connecticut DOT class 2 asphalt.

* Curbing: None specified.

* Driveway Aprons: Includes 5’ apron at #10, #11, #15, #19, #25 (X2), #30, #31 (X2),
#38, #41 (X2).

ADD ALTERNATE WORK

. RIVER ROAD

Location Details: On River Road in the area of Cedar Lane. Exact area to be
depicted with road marking paint. There are three separate marked areas.

600 centerline feet of 1 2” Connecticut DOT Class 2 asphalt overlay.
Average road width 24’
Limits of the three paved sections to have a key cut (6 cuts total)

LORDS HIGHWAY EAST

Location Details: Weston Dog Park Entrance at #22 Lords Highway East

Method: Install new driveway entrance apron on sub-surface prepared by others. 1
% shim and 1 '4” overlay. The wearing course to be Connecticut DOT class 2
asphalt. The binding course to be Connecticut DOT class 2 asphalt.

Total Length to be 75’ linear centerline. Average width to be 22°. Apron flares to
26’ at the roadside.

Limits of apron will be depicted with road marking paint.





